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Features
- With industryteading algorithms, the CASE systt

enables you to quickly and easily assess ca
function during exercise for greater diagno
confidence. Connect your CASE system to a L
Area Network (LAN), and you can store patient ¢
and testesults to a central database. This ene
physicians to review, edit and print data remoty
maximum efficiency in your stress lab. CASE enal
you to optimize your digital workflow, too, wil
seamless connectivity to EMR, PACS, and
MUSE* Cardidogy Information System. Wheth

you use a standalone system, a grouworkstations
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Specifications

- ECG Analysis Frequency: 500

- STMeasurements: ST amplitudes, slope, inte
index, ST/HR slope, ST/HR loops, ST/HR index
to 15 leads

- E, J and Posi-Point: Manual or computer selec
- Signal Processing: Incremental median upde
technique

- Baseline Correction: Finite Resid Filter (FRF)
and/or Cubic Spline analy:

- QRS Detection and Analysis: Automatic or mar
lead selection

- ECG Output: Realime ECG/QRS beep/TT



or a complete enterprise solution, we have the
scalable solution that fits your needs today and

tomorrow.

synchronization output

- Heart Rate: Automatic arrhythmia detection,
documentation and annotation

- Full-Disclosure ECG: Beat-to-beat ECG storage
event review

- Reanalysis: Post-test medians measurements fr
E, J and post-J point selections

- ECG Interpretation (Optional): Marquette* 12SL
resting ECG analysis program for adults and
pediatrics

- Additional ECG Function: XTI stress interpretatic
- Vectorcardiography (15 lead)



